
Technical data sheet
End piece for PYROLINE® Con D BSKD12-K1021 fire pro-
tection duct
Item number: 7215277

End piece for PYROLINE® Con D fire protection duct, type BSKD12-K1021, con-
sisting of fibreglass lightweight concrete which is resistant to water and frost for
closing the duct ends.

Including countersunk head screws and stuck-on sealing strip.
Including counter-sunk head screws and stuck-on sealing strip.

Fibreglass lightweight concrete

Master data
Item number
Type
Description 1
Description 2
Manufacturer
Dimension
Colour
Material
Smallest sales unit
Unit of quantity
Weight
Weight unit

7215277
BSKD12-E1021
End piece
for BSKD12-K1021
OBO
105x210
Grey
Fibreglass lightweight concrete
1
Piece
271 kg
kg/100 pc.
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Technical data sheet
End piece for PYROLINE® Con D BSKD12-K1021 fire pro-
tection duct
Item number: 7215277

Dimensions
Length
Width
Height
Dimension A
Dimension B
Dimension H
Dimension L

60 mm
330 mm
168 mm
60 mm
330 mm
188 mm
60 mm

Technical data
Number of flammable sides
Version for
Fire resistance class E − function
maintenance
Fire resistance class I − installati-
on duct
Jacketing
Material of the insulation

3
Left/right
90

120

Without
Glass-fibre lightweight concrete
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